Subchapter 8 — General Technical Standards for Wastewater Systems and Potable Water

Supplies
§ 1-801 Basic Requirements
(a) All buildings or structures or campgrounds shall have a wastewater system that complies
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®
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with the technical standards in this Subchapter and Subchapters 9 and 10 except as

provided in § 1-301(b), § 1-802, or an approval for an innovative/alternative system or

component.

(1) Except as provided in Subsection (a)(2), the wastewater system shall be
physically connected to the building or structure it serves.

(2) The wastewater system serving a building or structure may be a wastewater
system that is not physically connected to the building or structure provided the
wastewater system is physically connected to a separate building or structure and
the buildings or structures are on the same lot and not more than 500 feet apart.

A wastewater system shall be maintained to ensure that the components of the
wastewater system meet the technical standards in this Subchapter and Subchapters 9 and
10 and do not operate improperly.

All buildings or structures or campgrounds shall have a potable water supply that
complies with the technical standards in this Subchapter and Subchapters 11 and 12
except as provided in § 1-301(b), § 1-802, or an approval for an innovative/alternative
system or component.

(1) Except as provided in Subsection (c)(2), the potable water supply shall be
physically connected to the building or structure it serves.

2) The potable water supply serving a building or structure may be a potable water
supply that is not physically connected to the building or structure provided the
potable water supply is physically connected to a separate building or structure
and the buildings or structures are on the same lot and not more than 500 feet
apart.

A potable water supply shall be maintained to ensure that the components of the potable
water supply meet the technical standards in this Subchapter and Subchapters 11 and 12
and do not operate improperly.

All dependent campsites in a campground shall be within 400 feet of a toilet facility. The
toilet facility may consist of water carried toilets, vault privies, composting toilets, or
incinerating toilets.

There shall be at least 1 toilet to serve each group of 10 or fewer dependent campsites in
a campground.

Each component of a wastewater system shall be sized to convey, treat, or dispose of the
design flow associated with the component and identified in § 1-803.
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(h) Each component of a potable water supply shall be sized to supply or convey the design
flow associated with the component and identified in § 1-803.

(1) A water faucet shall be provided within 400 feet of any dependent campsite in a
campground. Common drinking vessels at faucets are prohibited.

() At least one dumping station shall be provided per campground unless:
(1) all campsites have individual sanitary sewer service lines; or
(2) the campground consists entirely of tent sites and the campground prohibits the
use of camping units with interior plumbing.

(k) Each dumping station in a campground shall:
(1) serve no more than 100 dependent campsites;
2) be designed with a concrete apron that slopes to the sanitary sewer service line
inlet; and
3) be supplied with piped water under pressure for flushing and cleaning of the
concrete apron after each use.

§ 1-802 Variances

(a) An application for a permit or permit amendment may include a request, prepared by a
designer, for a variance from one or more technical standards in this Subchapter and
Subchapters 9, 10, 11, and 12 if the application meets one of the following:

(1) involves the construction of a replacement system or replacement supply and the
variance is sought for the replacement system or replacement supply, provided the
replacement system is not proposed in lieu of a replacement area and in the same
application as the wastewater system it would replace;

2) involves the change in use of a single-family residence from seasonal to year-
round use and the variance is sought for the wastewater system or potable water
supply proposed to serve the single-family residence, provided no holding tank is
proposed as part of the wastewater system;

3) involves the subdivision of an improved lot, and, if desired, the construction of a
replacement system in lieu of a replacement area, and the variance is sought for
the replacement area or replacement system, provided the lot is improved with,
and the replacement area or replacement system is proposed to serve, either:

(A)  up to two single-family residences or one duplex; or

(B)  up to two buildings or structures, two campgrounds, or one building or
structure and one campground, where the total design flow for the uses is
560 gallons per day or less.

(b) Variances are not available in circumstances other than those identified in Subsection (a).
(c) Notwithstanding Subsection (a), a variance from a technical standard in these Rules shall

not be granted when an increase in design flow is sought for the wastewater system or
potable water supply.
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(d) An application that includes a request for a variance shall identify the specific provision
and technical standard in these Rules for which the applicant is requesting a variance,
identify the alternative design standard requested, and contain the site plan, detail sheets,
narrative, or data that supports the grant of such a variance pursuant to the standard
identified in Subsection (e) or (f).

(D

2)

The burden shall be on the person requesting the variance to provide information
that would enable the Secretary to reach each conclusion identified in Subsection
(e) or (f).

The Secretary may request additional information that he or she deems necessary
to determine whether to grant a variance pursuant to Subsection (e) or (f).

(e) The Secretary shall grant a variance from a technical standard in these Rules only when
the Secretary reaches each of the following conclusions:

(1)
2)

3)
4
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Full compliance with the technical standard cannot be achieved.

The variance is the minimum necessary considering both cost and the potential

impacts on human health and the environment. In reaching this determination, the

Secretary shall presume that the following designs are the minimum necessary

considering the cost and impacts on human health and the environment:

(A)  For the design of a soil-based wastewater system, when it is determined
that a reduction of no more than 4 inches in the depths of naturally
occurring soil required pursuant to § 1-903 is not needed to protect the
water table, a variance from one or more technical standards in § 1-903 is
available and the following variances are available:

(1) Variances from the requirement for a pump station and that allow
the development of an in-ground leachfield.

(i)  Variances that allow an in-ground leachfield instead of a pump
station and an at-grade leachfield.

(111)  Variances that allow an at-grade leachfield instead of a leachfield
in a mound or bottomless sand filter.

(B)  For the design of a potable water supply, when a proposed groundwater
potable water source cannot meet the isolation required pursuant to § 1-
1104(e) from an existing leachfield or septic tank, and the proposed
potable water source is designed to include casing that exceeds the casing
required pursuant to § 1-1206 or to include grouting of any annular space
of the proposed potable water source, a variance from § 1-1104(e) for
isolation from the existing leachfield or septic tank is available.

The variance will not allow the wastewater system or potable water supply to

function as a failed supply or failed system.

If sought for a replacement system or replacement supply, the replacement system

or replacement supply will provide equal to or better protection to human health

or the environment than the wastewater system or potable water supply it is
replacing. In reaching this determination the Secretary shall consider, among
other factors, if the replacement system or replacement supply will provide equal
or better protection of the groundwater, will provide equal or better protection of
surface water, and will provide equal or better protection for potable water
sources and public water sources.
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